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——————— GreenTech Technology Solutions for the Green Industry

T Solar

Solar Technology

Green Tech Solar Assemblies harness
the sun’s energy to pravide continuous
110VAC power for a variety of irrigation,
lighting, communication and pump
controls. These environmentally friendly
assemblies consist of a solar array and
pole mounting bracket, with pre-wired
batteries, charge controller and inverter
assembled into your choice of stainless
steel pad-lockable enclosures. Our solar
energy solutions are designed to provide
a reliable, permanent, long-term source
of power for many applications, located
both on and off the grid.
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Electrical Characteristics
| Mono-crystalline Type |

HISSTHINMG

Nominal output (Pmpp) w

Voltage at Pmax (Vmpp) v 305 § 30.8 1 31.0
Current at Pmax (Impp) A | 8.2 f 8.3 l 8.4
Open circuit voltage (Vod) ¥ 375 37.7 ! 78
Short circuit current (i) A ' 8.7 | 88 ’ 89
Output tolerance % +310

No. of cells & connections pcs | 60 in series

Cell type it 6" Mono-crystalline silicon

Module efficiency % ’ 155 | 15.8 16.1
Temperature coefficient of Pmpp %K -0.45 | -0.45 | 045
Temperature coefficient of Voc %/K [ 033 | 033 i 033
Temperature coefficient of Isc %K 0.032 : 0.032 } 0.032

# All data at STC (Standard Test Conditions). Above data may be changed without prior notice.
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Installation Safety Guide | Nominal Operating Cell Temperature 46°Cx2
Only qualified personnel should install or perform maintenance. Operating Tem e -40-85°C
Be aware of dangerous high DC voltage. o i DC 1,000 V (IEC)
aximum System Voltage Sdhiah
Do not damage or scratch the rear surface of the module. DC 600V (UL)
Do not handle or install modules when they are wet. iaximum Reverse Current 154
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